10.0
CORRECTIVE ACTION PLAN

A corrective action plan (CAP) encompasses allvdaes necessary to manage human
health and environmental risk so that they do moeed the acceptable risk levels under
either current or reasonably anticipated futuredlase conditions. CAP activities may
include, but are not limited to, (i) corrective iact plans, (i) activity use limitations
(AULSs), and (iii) monitoring to verify assumptiomsade in the risk assessment.

10.1 NEED FOR A CORRECTIVE ACTION PLAN
A site-specific CAP is required if either of thdlfoving two conditions is met:

. representative chemical of concern (COC) conceatrat for one or more
complete or potentially complete routes of exposxeeed the appropriate tier-
specific risk-based target levels, or

. representative COC concentrations for each competpotentially complete
route of exposure do not exceed the appropriatespiecific target levels, but the
tiered risk assessment was based on certain gtgfispassumptions that must be
preserved via a CAP.

The overall objective of a CAP is to ensure that:

. Site conditions are protective of human health tredenvironment under current
and reasonably anticipated future conditions,
. Assumptions made in the development of target seaeé not violated and/or

remain applicable in the future, and
. Recoverable Mobile or immobilkght non-aqueous phaserdrecarbens liquids
(LNAPL:; mobile LNAPL is referred to as “free prodiic(freeproductENAPRL)
are not present in the soil or groundwater in vaarthat will result in any of the
| following conditions: (i) an expandingNARL-free productplume in soil or
groundwater, (ii) an expanding dissolved plume) (inacceptable risk to human
health or the environment, and (iv) explosive oz fiazard.

Note that adequate protection of human health &edenvironment is afforded by
achieving any of the tiered target levels discussedSection 2.3. Successful
implementation of the CAP will result in the issaarof a no further action (NFA) letter
by MDNR.

The following sections provide general informatregarding the preparation of a CAP.
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10.2 CONTENTSOF CORRECTIVE ACTION PLAN

Once it is determined that a CAP is necessary fiteathe evaluator should prepare and
submit a CAP to MDNR. A CAP may include one ooanbination of:

. Active remedial actions to reduce COC concentratimmmeet applicable target
levels. Examples include, but are not limited $ojl excavation and off-site
treatment or disposal, groundwater pump and ti&at, or groundwater vapor
extraction, and enhanced in-situ attenuation;

. Application of AULs to eliminate certain exposuratipvays. Examples include,
but are not limited to, conditions imposed on theperty that prevent the
installation of wells, thereby eliminating the gnolwater use pathway; conditions
imposed to prevent future residential land use, etc

. Use of monitored natural attenuation to reduce €@ entrations.

Prior to implementation of the CAP, the evaluatarsinsubmit the plan to MDNR for
approval. A CAP has to be tailored to meet sitec8 conditions. However, at a
minimum, it should include:

. The reasons why a CAP is being prepared and thafispabjectives of the plan.
As mentioned above, reasons for preparing theipiduade:

- Exceedance of target levels. The CAP should vésgrly indicate the
pathway, COC, and media that exceed the target leve

- Need for AULs. The CAP should very clearly identithe specific
reasons why AULs are necessary and the area tdilney apply.

- Presence of recoverable free product. The CAP Idhweery clearly
indicate the wells where this condition exists dhe extent of the free
product.

. A description of the specific activities that wié conducted as a part of the CAP.
Examples include soil vapor extraction until thpresentative soil concentrations
achieve a specified numerical value, or semi-anmglitoring of specified wells
until concentrations show a clear decreasing trefol. the latter, the CAP shall
indicate the method used to confirm plume stabi(pjots, contour maps or
statistical evaluation of data). Note that, fotivaeremedial actions, a corrective
action plan must be prepared for submittal to, amgroval by, MDNR.

. The CAP shall include specific criteria that wik lnsed to demonstrate that the
CAP activities have been successfully completeche@aly, this demonstration
will require the collection of samples from the rwed or media of concern.
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Note that a CAP Performance Monitoring Plan must seémitted to, and
approved by, MDNR for such activities.

. An explanation of the data that will be collectewdhe manner in which it will
be analyzed during implementation of the CAP. Aareple of data that might
be collected would be confirmatory soil or grountevasampling data to
demonstrate the effectiveness of the remedial nmegsu

. Details of how and when the data will be evaluaaed presented to MDNR.
Examples include trend maps, concentration contaanscentration vs. distance
plots, calculations related to mass removal rates,

. If AULs are a part of the CAP, sufficient documeita must be provided to
MDNR demonstrating the existence, execution, amdy lterm viability of the
AULs. Note that an AUL Work Plan is required whablLs are proposed to
address a specific risk or risks.

. As appropriate, the CAP shall also include contiroye plans that will be
implemented should the selected remedy fail to rtreebverall objectives of the
CAP in a timely manner or the remedy is not ascéiffe as anticipated.

. A schedule for implementation of the plan. Whdre ¢uration of the proposed
activities is expected to exceed a few months,taildd project time line shall be
developed. This should include all major mileswas well all as deliverables to
MDNR.

MDNR will review the CAP and either approve therpks submitted, approve the plan
with comments, disapprove the plan, or disapprbeeplan with comments. The person
who prepared the plan shall then revise the CA¢tude MDNR’s comments and

resubmit the plan for approval. Upon receipt gbrapal, the entity performing the CAP

should begin implementing the plan as per the aygatrechedule.

Note that Section 12 of this document provideshierrtinformation regarding the content
of a CAP and related work plans. This section &edtion 12 should be carefully
reviewed prior to developing a CAP.

103 COMPLETION OF CORRECTIVE ACTION ACTIVITIES

Upon successful completion of the approved CAP,ethiity performing the work will
submit a CAP Completion and Performance MonitoriReport that will include (i)
confirmation of the successful completion of akkraknts of the CAP, (ii) a request for
site closure, and (iii) a request to plug and abanchonitoring wells related to the
environmental activities at the site. Refer tot®ec2.4 and Section 12 for further
information regarding final reporting.
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Upon review of the final report, MDNR will eithessue a NFA letter for the site or
provide comments to the tank owner/operator explginvhy a NFA letter cannot be
issued and what additional activities are necessaBAP activities must continue until
MDNR issues a NFA letter or provides written authation to terminate CAP activities.

104 NO FURTHER ACTION PROCEDURE

When the MRBCA evaluation has been performed, #aduation has been approved by
MDNR, and the approved CAP has been successfulyeimented, the tank owner or
operator may submit a request for issuance of a MEAr to MDNR The NFA request
should be a part of the CAP Completion and PerfageaVionitoring Report discussed
above and in Section 12.

Typically, the CAP Completion and Performance Monitg Report, including the NFA
request, would be the last report submitted taMBINR prior to receiving a NFA letter.
MDNR will review the report and request and issudNBA letter if all applicable
requirements have been met.
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